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Annexure – II
LIST OF ITEMS
	Sl.

No.
	Items 
	Description of Materials 


	Required 

Qty 

	01.
	Net Work Enclosure for Switch 
	4 U RACK Size :   ( Height – 258 MM , Usable : 04U  Width – 550MM , Usable: 19”  , Depth -400MM , Usable – 350mm  ) 
Construction : Welded

Front Door :  Lockable Through  Ended Glass Door

Basic  Frame :  Steel 

Equipment Mounting :  DIN Standard  Slots

Mounting Angle :  19” Mounting  Angle made of  formed Steel 

Standard Finish : Powder Coated 

Static Load : Min 40 KGS or Higher 

Rack Standard : Confirms to DIN 41494 or equivalent  standard
	25 nos 

	02.
	Wireless Accesses Point 
	Standard :  IEEE 802.11abgn , Wireless Frequency :  2.4 GHz to 2.485Ghz ,  Dipole Antenna : 5 dBi @2.4 Ghz, Operating mode : Access Point  ( AP) , WDS with AP , Wireless Client. VLAN /SSID Support: 8021q/Multiple SSID support up to 8. Security Features : WPA Personal  & Enterprise , WAP2- Personal & Enterprise , SSID Broadcast Disable , MAC address access control  
	04 nos 

	03.
	CAT 5 UTP Cable for LAN 
	UTP Cable for Networking , It Can handle 10/100 Mbps speeds  ( Fast Ethernet )  at up to 100 Mhz bandwidth or better 
	30 Boxes 
(305 meter in each box)

	04.
	Network Switch 
( Unmanaged ) 
	24-port 10/100BASE Ethernet Switch with RJ-45 connectors Supports Auto-negotiation of speed and duplex modes for each port Supports Auto-MDI/MDI-X on each port, eliminating the need for cross over cables or uplink ports Wire-speed reception and transmission Store-and-Forward switching method Integrated address Look-Up Engine,supports 8K MAC addresses Supports 2.5Mbits RAM for data buffering Front-panel diagnostic LEDs Broadcast storm protection IEEE 802.3x flow control for full-duplex Back pressure flow control for Half-duplex.
	25 nos 

	05.
	UTP Cable wiring with PVC Pipe 
	 Wiring with Good quality PVC Pipe, capping and Laying all other accessories and respective suitable electrical connections to be included as per the requirement to provide individual LAN connection for each room of Hall-5.
	As per requirement (approx. 7500 Meter)

	06.
	Installation 
	Charges for Installation, Testing & Commissioning including as built layout and repair for old LAN connections.
	As per requirement


